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RACEWAY NOTES:

1. ALL STYLES OF CLASS "A” CIRCUIT SHALL BE
INSTALLED SUCH THAT OUTGOING AND RETURN
CONDUCTORS, EXITING FROM AND RETURNING TO
THE CONTROL UNIT ARE ROUTED SEPARATELY.

THE MINIMUM SEPARATION SHALL BE 1 FEET
DEVICE DESIGNATION LEGEND WHERE INSTALLED VERTICALLY AND 4 FEET WHERE

INSTALLED HORIZONTALLY.

2. RETURN EACH NAC (AV#) CIRCUIT TO THE FACP
INITIATING DEVICES USING SHORTEST ROUTE POSSIBLE ONCE CIRCUIT

FIRE ALARM PLAN - ROOF

PLAN
NORTH

@ ELECTRICAL CONTRACTOR TO PROVIDE WEATHERPROOF
DEVICE REFERENCE NUMBER . " AN ENCLOSURE (NEMA-3) FOR TRI MODULE.
INITIATING ALD LOOP DESIGNATION SCALE 1/8 -_ 1 'O @ SIGNAL WIRE TO AC CONTROL UNIT. AC CONTROL UNIT
DEVICE SYMBOL (SMOKE DETECTOR) LOCATION TO BE FIELD VERIFY.
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